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EC-TYPE-EXAMINATION CERTIFICATE

(Translation)

Equipment and Protective Systems Intended for Use in
Potentially Explosive Atmospheres - Directive 94/9/EC

EC-type-examination Certificate Number;

PTB 01 ATEX 1061 U

Component: Empty enclosure, type Polyester-KE 26. ......
Manufacturer: ROSE Systemtechnik GmbH + Co. KG
Address: Erbeweg 13 - 15, 32457 Porta Westfalica, Germany

This component and any acceptable variation thereto are specified in the schedule to this certificate and
the documents therein referred to.

The Physikalisch-Technische Bundesanstalt, notified body No. 0102 in accordance with Article 9 of the
Council Directive 94/9/EC of 23 March 1994, certifies that this component has been found to comply with
the Essential Health and Safety Requirements relating to the design and construction of equipment and
protective systems intended for use in potentially explosive atmospheres, given in Annex Il to the
Directive.

The examination and test results are recorded in the confidential report PTB Ex 01-11083.

Compliance with the Essential Health and Safety Requirements has been assured by compliance with:
EN 50014:1997 + A1 + A2 EN 50019:1994

The sign "U" placed behind the certificate number indicates that this certificate should not be confounded
with certificates issued for equipment or protective systems. This Component Certificate only serves as a
basis for the issuing of certificates for equipment or protective systems.

This EC-type-examination Certificate relates only to the design and construction of the specified
component in accordance with Directive 94/9/EC. Further requirements of this Directive apply to the
manufacture and supply of this component.

The marking of the component shall include the following:

® 126 EExell
Zertifizierungsstelle Explosionsschutz Braunschweig, May 14, 2001

EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shall prevail.
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SCHEDULE
EC-TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1061 U

Description of component

Empty enclosure, type Polyester-KE 26. ...... , made from polyester, which may be provided with
flanges and an inspection window made from glass or plastics.

Technical data

Sizes: Length Width Height
smailest 80 mm 75 mm 56.5 mm
largest 540 mm 405 mm 135 mm

Ambient temperatures: -20 °C to +80 °C for CR, NBR and PU-Fermapor sealing

-55 °C to +100 °C for silicone and HF sealing
-20 °C to +100 °C for silicon and HF sealing and
glass / polycarbonate window

Shock protection, protection against solid
bodies and ingress of water: IP 54 in accordance with EN 60529 as a minimum

Test report PTB Ex 01-11083

Special conditions for safe use
None;

Notes for installation and use:

The EC type-examination certificate and any future supplements thereto shall at the same time
be regarded as supplements for Component Certificate PTB No. Ex-83.C.3151 U.

Essential health and safety requirements

The tests and the favourable results these have produced reveal that the empty enclosure of
type Polyester-KE 26. ...... meets the requirements of directive 94/9/EC as well as those of the
standards quoted on the cover sheet.

Zertifizierungsstelle Explosionsschutz Braunschweig, May 14, 2001
ordet,

DKM g. U Klausmeyer

Regierungsdirektor
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Physikalisch-Technische Bundesanstalt

Braunschweig und Berlin

1st SUPPLEMENT
according to Directive 94/9/EC Annex IIL.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1061 U

(Translation)

Equipment: Empty enclosure, type Polyester-KE 26. ......
Marking: @ N2G EExell
Manufacturer: ROSE Systemtechnik GmbH + Co. KG

Address: Erbeweg 13, D-32457 Porta Westfalica,Germany

Description of supplements and modifications
Standards applied: EN 50014:1997 + A1 + A2, EN 50019:1994, EN 50281-1-1:1998

The empty enclosure, type Polyester-KE 26. ...... , may be fitted with an inspection window made from
glass or plastics, which is provided with a clamp joint.

It may also be employed in areas in which explosive atmospheres with dust/air mixtures have to be
expected to occur, The marking, therefore, changes to read:

@ N2G/D EExell IP66
The SICO silicone foam gasket may be used for the empty enclosure.

Technical data

Shock protection, protection against solid bodies,

and protection against ingress of water ...................... IP66 acc. to EN 60529:1991 as a minimum
Ambient temperatures:

e« -55°C to +125 °C, with silicone seal (manufacturer: SICO) and HF seal {(manufacturer:
Chomerics)

e -55°C to +100 °C, with silicone seal and HF seal
-20 °C to +80 °C, with CR, NBR and PU-Fermapor seal

e -20°C to +100 °C with glass or polycarbonate window

Test report: PTB Ex 03-17'_1_ 1__87
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Zertifizierungsstell Braunschweig, September 23, 2003
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Regierﬁngsdirektor -
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Physikalisch-Technische Bundesanstalt

Braunschweig und Berlin

2nd SUPPLEMENT
according to Directive 94/9/EC Annex Ill.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1061 U

(Translation)
Equipment: Empty enclosure, type Polyester-KE 26. ......
Markingg € 112G EExell
Manufacturer;: ROSE Systemtechnik GmbH + Co. KG
Address: Erbeweg 13-15, D-32457 Porta Westfalica, Germany

Description of supplements and modifications

The polyester and polyester-flange empty enclosure, type Polyester-KE 26. ... , is supplemented to
additionally include the polyester enclosures, type Polyester-KE 26.122000 to 26.203000
(Minipolyglass EX enclosure) and type Polyester-KE 26.304000 to 26.406000 (Polyglass Ex
enclosure).

These enclosures may also be in operated in explosive dust atmospheres.

Technical data

Sizes, type Polyester-KE 26.122000 to Length Width Height
26.203000
Smallest 201 mm 123 mm 101 mm
Largest 300 mm 200 mm 169 mm
Sizes, type Polyester-KE 26.304000 to '
26.406000
Smallest 400 mm 300 mm 202 mm
Largest 600 mm 400 mm 252 mm
Ambient temperatures: -55 °C to + 125 °C with silicone gasket (supplier: Sico) and

HF gasket (supplier: Chomerics)
-20°Cto +80°C with CR, NBR and PU-Fermapor gasket
-55 °C to +100 °C  with silicone and HF gasket
-20 °C to +100 °C  with silicone and HF gasket and

glass or polycarbonate pane

Protection against contact, foreign
bodies and water: IP 66 in compliance with EN 60529

Braunschweig, January 09, 2004
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